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MegaPhase® HyperFlexTM Cable
MegaPhase has introduced a new cable that offers superior flexibility when 

compared to traditional solder-terminated connectors of similar sizes and 
applications. The HyperFlexTM Cable incorporates a solderless termination, 

eliminating solder wicking and enabling tight, right-angle bends directly 
being the connector. 

HyperFlexTM is available in three different series, .090, .120 and  
.141 inch diameter, with a frequency range of DC -67 GHz. This 

cable is ideally suited for inside-the-box and small form factor 
applications where tight routing is required.

Electrical Data
Maximum Frequency: 
HFx090 67 GHz  
HFx120 50 GHz  
HFx141 40 GHz 
Impedance: 
50 Ω nominal
Propagation Velocity: 
HFx090, HFx120, HFx141, 69.5% nom
Time Delay: 
HFx090, HFx120, HFx141 
1.47 ns/ft (4.82 ns/m)  
Shielding Effectiveness (Typical): 
-110 dB minimum (cable only)
Dielectric Withstanding Voltage: 
HFx090 600 Vrms  
HFx120 900 Vrms  
HFx141 1100 Vrms
Capacitance: 
HFx090 29.0 pF/ft. (95 pF/m) 
HFx120, HFx141, 29.1 pF/ft. (95.5 pF/m) 

Mechanical Data
Finished Outer Diameter: 
HFx090 0.090 in. (2.286 mm)  
HFx120 0.120 in. (3.048 mm)  
HFx141 0.141 in. (3.5814 mm)
Static Bend Radius: 
HFx090 .10 in. (2.54 mm)  
HFx120 .20in. (5.08 mm)  
HFx141 .30 in. (7.62 mm) 
Weight: 
HFx090 4.1 grams/ft. (13.45 grams/m) 
HFx120 7.5 grams/ft. (24.60 grams/m 
HFx141 11.2 grams/ft. (36.75 grams/m)

All electrical and mechanical parameters 
provided within this specification are 
typical/nominal

Cable Construction:
Triple Shielded 
FEP Outer Jacket 

Min/Max Length: 
4in/48in  

Available Connectors:
SMA, 2.92mm, 2.4mm, SMP

Operating Temp. Range: 
-55 to125º C



With the right connections, 
anything is possible.

122 Banner Road, Stroudsburg, PA 18360-6433
Tel: 570-424-8400

Solutions@MegaPhase.com  |  www.MegaPhase.com
Copyright © 2021 MegaPhase. US Patent Number 10,897,109

MegaPhase HyperFlex™ Series Cable (continued)

Specifications

Frequency
HFx090 HFx120 HFx141

Conn Loss 
dB VSWRAttenuation Attenuation Attenuation

Band GHz dB/ft dB/m dB/ft dB/m dB/ft dB/m

UHF

0.3 0.197 0.645 0.077 0.251 0.063 0.207 0.006

1.10
0.5 0.255 0.838 0.101 0.330 0.083 0.271 0.009

0.8 0.326 1.069 0.130 0.425 0.106 0.349 0.012

L 1.00 0.366 1.201 0.147 0.481 0.120 0.394 0.014

S

2.0 0.527 1.729 0.216 0.708 0.176 0.577 0.024

1.15

2.4 0.581 1.905 0.239 0.785 0.195 0.639 0.027

3.0 0.654 2.146 0.272 0.893 0.221 0.726 0.032

C
4.0 0.764 2.507 0.322 1.056 0.261 0.856 0.040

6.0 0.953 3.128 0.410 1.346 0.331 1.087 0.055

X

8.0 1.118 3.668 0.489 1.605 0.394 1.292 0.070 1.20

10.0 1.267 4.156 0.562 1.845 0.451 1.481 0.084 1.25

12.4 1.431 4.694 0.645 2.115 0.516 1.693 0.101

1.30
Ku

15.0 1.596 5.235 0.729 2.391 0.582 1.909 0.118

18.0 1.773 5.817 0.821 2.694 0.654 2.145 0.139

K

20.0 1.885 6.185 0.880 2.888 0.700 2.297 0.152

1.35
22.0 1.994 6.541 0.938 3.078 0.745 2.444 0.165

24.0 2.099 6.885 0.995 3.263 0.789 2.588 0.178

26.5 2.226 7.302 1.064 3.490 0.842 2.764 0.194

Ka

28.0 2.300 7.546 1.104 3.624 0.874 2.867 0.204

1.40

30.0 2.397 7.864 1.158 3.799 0.915 3.003 0.217

32.0 2.492 8.176 1.211 3.972 0.956 3.136 0.230

34.0 2.585 8.480 1.263 4.143 0.996 3.268 0.243

36.0 2.676 8.780 1.314 4.311 1.036 3.398 0.256

V

40.0 2.854 9.362 1.415 4.642 1.113 3.652 0.281

45.0 3.068 10.065 1.538 5.046 0.313
1.45

50.0 3.275 10.744 1.658 5.441 0.344

60.0 3.671 12.044 0.406
1.50

67.0 3.937 12.916 0.450
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MegaPhase HyperFlex™ Series Cable (continued)

HyperFlexTM Insertion Loss

HyperFlexTM Cable CW Power Handling
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MegaPhase HyperFlex™ Series Cable (continued)

Typical VSWR Performance For HFx120 6in Assembly

Typical Insertion Loss Performance For HFx120 6in Assembly


